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Ballasts for metal halide lamps
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VHI 3/23-3 6112563 6112562 35 0,53 55 0,38 62 52 85 106 2 A3 -

VSI 5/22-3T-D 6112422 6112421 50 0,76 60 0,34 62 52 85 106 2 A3

VSI 7/22-3T-D 6112049 6112047 70 1,00 70 0,37 62 52 85 106 1-2 A3

VSI 10/22-3T-B 6112182 6112180 100 1,20 70 0,42 62 52 105 126 1-2 A3

VSI 15/22-3T-D 6112470 6112340 150 1,80 75 0,40 87 73 96 115 1-2 A3

VMI 25/23-3 5112411 5112410 250 2,10 70 0,55 87 73 96 115 2-3 A2

VSI 25/22-3T-D 6112460 6112350 250 3,00 65 0,40 87 73 116 135 1-2 A3

VMI 40/23-3 5112425 5112424 400 3,50 70 0,50 87 73 116 135 2-3 A2

VSI 40/22-3T-D 6112363 6112360 400 4,00 80 0,42 87 73 146 165 1-2 A2

~ Ballasts for built-in use.
~ Vacuum impregnated with polyester resin.
`�6JGTOCN�ENCUU�VY����u%��
~ Available with 2,5 mm2 and 4 mm2 screw connection for powers  
   of up to 100W and between 150 and 400W respectively.
~ Also manufactured with incorporated thermal protection. 
   To request this add the letter P to the end of each type 
   (e.g. VSI 25/22-3T-D-P).
~ Further voltages and frequencies can be manufactured upon  
   request.

Packaging and weight pag. 195 and www.elt.es/productos/packaging_ELT.pdf
2TQFWEV�UGNGEVKQP�QP�YYY�GNV�GU�RTQFWEVQU�RTQFWEVAſPFGT�JVON
+IPKVQTU�FCVC�RCI������CPF�YYY�GNV�GU�RTQFWEVQU�RTQFWEVAſPFGT�JVON
%CRCEKVQT�FCVC�RCI������CPF�YYY�GNV�GU�RTQFWEVQU�RTQFWEVAſPFGT�JVON

~ Reactancias a incorporar.
`�+ORTGIPCFCU�CN�XCEÈQ�GP�TGUKPC�FG�RQNKÃUVGT�
`�%NCUG�VÃTOKEC�VY����u%�
~ Con bornera de conexión por tornillo, de 2,5 mm2 y 4 mm2 para 
   las potencias hasta 100W y entre 150 y 400W respectivamente.
`�6CODKÃP�UG�HCDTKECP�EQP�RTQVGEEKÎP�VÃTOKEC�KPEQTRQTCFC��
���2CTC�UQNKEKVCTNCU�CÌCFKT�NC�NGVTC�Ō2�CN�ſPCN�FG�ECFC�VKRQ
   (Ejemplo: VSI 25/22-3T-D-P).
`�$CLQ�FGOCPFC�UG�RWGFGP�HCDTKECT�FG�QVTCU�VGPUKQPGU�[� 
���HTGEWGPEKCU�

'ODCNCLG�[�RGUQ�R¶I������[�YYY�GNV�GU�RTQFWEVQU�GODCNCLGA'.6�RFH
Selección de producto en www.elt.es/productos/buscador_producto.html
Tabla arrancadores pág. 134 y www.elt.es/productos/buscador_producto.html
Tabla cond. pág. 142 y www.elt.es/productos/buscador_producto.html
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